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STEP 1    BAG A

2801

2803

2804

2805

5004

2802

M2 X 5 CTX6 2X

M2CN 

1

3

35 4

2

1

2

TL  

  IMPORTANT

TWO PARTS MUST
MOVE FREELY

B 

C 

A 

CA  
LOCTITE 425

CA  

GR  

TL  

TX6 



100 %

 STEP 2    BAG A

M2 X 5 CTX6 4X

  ! WARNING !
CARBON FIBER COMPONENTS 

CAN BE HARMFUL FOR 
HEALTH. PLEASE USE PROTECTIVE 

EQUIPMENT.

CA  

2806 CF

USE 1000 GRADE SAND PAPER
AND SAND ALL CARBON 

FIBER EDGES, USE PROTECTIVE 
GEAR PLEASE.

WARNING!

1

2

2806 AL

A B 

!

ALUMINIUM CHASSIS 
IS OPTION PART

CA  
LOCTITE 425

CA  

GR  

TL  

TX6 
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 STEP 3    BAG B

M2 X 5 RTX6 6X

2807 CF

2808 CF TO

2809 CF 

2810

M2 X 8 RTX6 2X

2811 2X 2812 4X

2812 M2CN

CA  

GR  

TL  

TX6 

DONT TIGHT TO MUCH SCREW
MUST MOVE FREELY

WARNING  !

TOE 0

TOE 2+ DOT

TOE 3+ DOT



0 100 %

  STEP 4

2

1

A 

M2 X 5 CTX6 3X

M2CN

B 

TL  
CA  

GR  

TL  

TX6 
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 STEP 5    BAG C

2811

2812

3X6X1 3X6X4

2813

2814 2815

2816

2817 - 53T 2817

M2 X 5 CTX6 6X M3 X 4 C 2X

5004 1X6 PIN

TL  

TL  

3

A 

B 

4

21

CA  

TL  

TX6 
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 STEP 6    BAG C

2

USE THE INCLUDED TOOL
TO DISASSEMBLE THE DRIVE 

GEAR HOLDER.

    NOTE !

GR  

GR  

1 2

3

1

2

3
4

5

A 

A 

PIN REMOVER 
INC. IN THE KIT

TL  

TX6 

GR  

TL  
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 STEP 7   BAG C

AM3 

WHEN ASSEMBLING THE REAR DRIVE 
AXLE, MAKE SURE IT ROTATES FREELY
WITH A SMALL AMOUNT OF PLAY.

FIRST, ASSEMBLE THE RIGHT-HAND
SIDE AND INSERT THE AXLE TROUGH
THE MOTOR MOUNT. THEN INSERT
SECOND BEARING FROM THE LEFT SIDE.
FIT THE WHEEL HUB WITH THE M3 SET
SCREW, BUT DO NOT TIGHTEN IT YET.

INSTALL THE WHEEL AND TIGHTEN THE 
M2 NUT ONLY ENOUGH TO ENSURE 
THAT THE AXLE ROTATES FREELY 
WITHOUT RESISTANCE. FINALLY, TIGHTEN 
THE M3 SET SCREW ON THE LEFT-HAND 
SIDE.

! WARNING !



0 100 %

 STEP 8

M2 X 8 CTX6 2X

M2 X 5 CTX6 2X

YOU CAN INSTALL EITHER
A BRUSHED OR BRUSHLESS-

MOTOR COMBO 
SYSTEM.

1 CELL BATT. OR 2 CELL BATT.

SPUR GEAR  
51 T
52 T
53 T

PINION GEAR
9 T

10 T
11 T
12 T
13 T

NOT INC. 
IN THE KIT

CA  
LOCTITE 42552 T INC. 

IN THE KIT
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 STEP 9    BAG D

2812 

TL  

TL  
TX6 

28182817 

2819 

M2 X 6 RTX6 8X

M2 X 8 RTX6 1X

M2 X 5 CTX6 2X

BM LOW

TX6 
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   BAG DSTEP 10
SERVO NOT

INC. IN THE KIT

SERVO HORN
NOT INC. IN THE KIT

THE RECOMENDED
STEERING SERVO IS THE

AGF A06CLS V2.
A SERVO HORN IS INCLUDED

WITH THE SERVO.

IF YOU INSTALL A LESS 
EXPENSIVE SERVO,

YOU WILL ALSO NEED TO PURCHASE THE 
MINI28 SERVO MOUNT.
PART NUMBER 2820

TX6 

2812 

M2 X 8 RTX6 4X

DRILL WITH 2 MM
DRILL BIT

CA  
LOCTITE 425

2820 

2821 

2822 

USE M2 THREAD
TAP
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   BAG DSTEP 11

TX6 

CA  
LOCTITE 425

M2 X 5 CTX6 2X



0 100 %

   BAG FSTEP 12

CA  
LOCTITE 425

! NOTE !

THE FRONT WHEELS MUST HAVE 
A SMALL AMOUNT OF PLAY SO 

THEY CAN ROTATE FREELY

! CAUTION !
DO NOT OVERTIGHTEN THE 

REAR WHEEL NUTS.
THE DRIVE AXLE MUST

ROTATE FREELY.

FW 8.5 RW 11

50045005

M2 X 6 RTX6 2X

FOAM BUMPER
TX6 

M2NY RWI


